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SPECIFICATION

COMMERCIALLY AVAILABLE

CERAMIC BAND PASS FILTER
PART NUMBER: CF-12370405M

1/19/16 Changed Format

RoHS

ISSUED

CHECKED

CHECKED

CHECKED APPROVED

3/19/2004**

1/19/16%"

FILTRONETICS Inc.

6010 Parretta Dr. Kansas City, MO 64120
(p) 816-231-7375 (f) 816-241-0368

FILTRONETICS, Inc
www.filtro.net



1. APP

LICATION
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THIS SPECIFICATION APPLIES TO BAND PASS FILTER. USING DIELECTRIC RESONATORS.

2. PART NUMBER: CF-12370405M
3. SPECIFICATIONS
No. Parameter Unit Specification
1 Center Frequency MHz 1237
2 Bandwidth MHz Fc +20 (1217 ~ 1257MHz)
3 Insertion Loss in BW dB 3.5 max.
4 Ripple in BW dB 1.5 max.
5 Return Loss in BW dB 15 min.
35 min. @ DC~1177 MHz
6 Attenuation dB 25 min. @ 1297~1338 MHz
35 min. @ 1338~2000 MHz
7 Input Power Watt 1 max.
8 IN/OUT Impedance Q 50
9 Operating Temp. Range °C -40 ~ +85
10 RoHS Compliant - YES
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Notes :

1. Surface mount package

2. Dimensions in millimeters
3. Max reflow temperature 230°C for 10 sec
4. If boards are cleaned after installation units must be completely dried

5. Tolerance unless specified : £0.3

6. **** -> Date code(YYWW)
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5. SIMULATION GRAPHS:
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Soldering Profile:
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230°C
200°C

150°C

TEMP(°C)

. -
60~120 sec | 20~30 sec

TOTAL TIME:5~6 min

-Pb free Solder
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