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SPECIFICATION 
COMMERCIALLY AVAILABLE 

 

MINI-MONOLITHIC CRYSTAL FILTER 

PART NUMBER: M45FKL-1 

RoHS 
 
 
 
 
 
 
 
 
 
12/21/10 Added Burn-in requirement 
12/31/14 Added note about attenuation 
 

 

 

 

 

 

 

 

 

 
ISSUED / REVISION ENGINEER APPROVED DOCUMENT CHECKED DRAFTSMAN 

12/21/10 PM 5/16/2011 SRJ 5/17/2011 BF  

12/31/14(kn)    

    

FILTRONETICS Inc 



Page 2 of 3 

6010 Parretta Dr. Kansas City, MO 64120                   FILTRONETICS, Inc 

(p) 816-231-7375 (f) 816-241-0368                         www.filtro.net 

1. Part Number: M45FKL-1 

2. Electrical Specifications: 

Center Frequency (Fo) 45.0 MHz 

3 dBc Bandwidth ± 7.5 KHz Min 

35 dBc Bandwidth ± 25 KHz Min 

Ultimate Attenuation ± 910 KHz 70 dBc Min 

Ripple 1.0 dB Max 

Insertion Loss 3.0 dB Max 

Termination Impedance 650 Ω // 3.0 pf  Cc=9.0 pF 

Number of poles 4 

Burn-In 168 Hrs 

Operating Temperature -40 to +70°C 

Packaging Tape and Reel 
 

  *Attenuation excludes Spurious Response unless otherwise noted 
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3. Mechanical Package: Case Code J 

 


